Test and Measurement

1000 Amp Clamp Meters

W 1000A current capahbility
W Large digit display
B Audible continuity

A7 M Diode test

B Data hold

B Auto power-off Descriplion

B Low battery indicator 1IIIIZ|-I1MC Clamp Metar, standard mods Ll <k | E1?2I

B Overload protection on 1000AAC Clamp Mater, True AMS, fraquency, peak hold 61-722
all ranges 1000AAC Clamp Metar, True AMS, DG current, fraquency, E1-724

W Lifetime limited warrarity backiit despiay U

 cari-omy g L e
Inchides carmying case

51-720 ' 722 ' s 61-72
— Specilications |  Range & Resolution | Accurac i Range & Resalution | Aczuracy Range & Resolution Accuracy
AC Voltage 200,000 ¥ 1.2% 200.0/600 v ' 1.2% 200.04800 ¥ 2% | 4.000/40,00/400.0/600 V Auta | 1.7%
Shins =5 | :_ el | == T
DC Voltage | 2.000/200.0/600 v 0.5% : B0V 0.5% GO0V 0.5% . 400,060 ! 0258
AC Current 00200010004 | 15% | 2000200010004 | 15% | 200010004 | 175% | 400011000 A | 175%
OC Current - — | — — | 2004200 A 1.5% 400,041200 & [ 15%
2 + - -1 £ —_— T
| [ 40004, D000, 006 00.0%/
Resistance 20000,200.0k £2 1.2% 2 000k{200.0k £ 12% | 2000672000k 2 1.5% 4 000MVA0.00M € Auto 03%
i 1 T H ..._ S = = LI .‘.“ . T
Capacitance | 2,000 F Auto 30%
Instant Continuity v =1 L — v | == v -
Diode Test v — v — v — | v -
' ! B ] ! [ 100.00/1 0D0OKADOOOK | o 1e
gt Fraquency — - 200002000k Hz (Ao} | 0% | 200002000k Hz Auto | 01% : £010.0k Hz Auto | 0.1%

@ C€

1-800-435-0705 for Customer Service www.idealindustries.com (CRED



